Arizona Department of Transportation
Holbrook District
December 31, 2002

Deck | Classi-| Suff.
Route MP | Str. No. Str. Name Year Built | Mat. | Des. | Area | fication| Rating
40 300.75 2057 Ltl Lithodrn Br SFR 1932 7 02 8472 FO 49.5
77 366.51 278 Five Mile Draw Br 1946 2 01 2974 FO 61.9
77 368.07 279 Seven Mile Draw Br 1946 2 01 3631 FO 57.8
77 370.78 280 Bridge 1946 2 01 2066 FO 57.8
77 379.26 198/ Washboard Wash Br 1938 2 01 3131 FO 65.4
87 341.82 275 Ruby Channel Bridge 1944 2 01 4161 FO 51.1
87 344 .95 229|Little Colorado Br 1939 4 02 23069/SD 20.3
160 429.06 746 Chinle Wash Bridge 1962 4 02 7552 FO 56.4
160 435.33 748 Walker Creek Bridge 1962 4 02 8126 FO 54.1
163 396.16 25/Laguna Wash Bridge 1957 4 02 12180 FO 471
180 310.41 667 Little Colorado Bridge 1961 4 02 5843 FO 59.6
191 368.47 346 Sanders SFRR OP 1949 4 02 4230 SD 44 1
264 408.54 623 Jeddito Wash Bridge 1960 5 02 5632 SD 62.5
264 451.3 1015 Fish Wash Bridge 1940 4 02 3660 FO 62.7
Material Design
Code Description Code Description
1 Concrete 01 Slab
2  Concrete Continuous 02 Stringer/Multibeam or Girders
3  Steel 03 Girder and Floorbeam System
4  Steel Continuous 04 Tee Beam
5 Prestressed Concrete 05 Box Girders - Multiple Precast
6 Prestressed Concrete Continuous 06 Box Girders -Cast-in-Place
7 Timber 07 Frame
8 Masonry 08 Orthotropic
9  Aluminum, W.I. Or C.1. 09 Truss - Deck
10 Truss-Thru and Pony
1 Arch - Deck
FO: Functionally Obsolete 19 Culvert

SD: Structurally Deficient




